
Henan Yibo Technology Co., Ltd. — Datasheet
Hose for Chemical Plant Transfer  |  ANTI-STATIC · CHEMICAL RESISTANT · 10 bar working / 30 bar burst · 19–38 mm

Published Range Nominal bore: 19–38 mm; Max working pressure: 10 bar; Min burst pressure: 30 bar

Hose Features 10 bar / 30 bar: working and burst pressure published; 19–38 mm: bore range covered; 4: published sizes quoted by code; OEM: customization and private label

ITEM CODE I.D (mm) I.D (inch) O.D mm W.P (bar) psi W.P (psi) B.P (bar) psi B.P (psi) WEIGHT kg/m MAX LENGTH m

ASCHD019-150 19 3/4" 31.2 10 145 150 30 435 450 0.63 40

ASCHD025-150 25 1" 37.2 10 145 150 30 435 450 0.78 40

ASCHD032-150 32 1-1/4" 44.6 10 145 150 30 435 450 0.96 40

ASCHD038-150 38 1-1/2" 51.6 10 145 150 30 435 450 1.21 40

Values are reproduced from the official YIBO product page. psi values are converted at 1 MPa = 145.038 psi and rounded. Working pressure and minimum burst pressure are quoted per code; final confirmation is subject to the
factory data sheet at order placement.  ·  +86 137 2136 0724  ·  sales@dohose.com


