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Published Range

Hose Features

PRODUCT NAME NOMINAL INNER DIAMETER (mm) SPECIFICATION (inch) INNER DIAMETER ■ID■mm (min) INNER DIAMETER ■ID■mm (max) REINFORCEMENT LAYER OUTER DIAMETER ■W.D■mm (min) REINFORCEMENT LAYER OUTER DIAMETER ■W.D■mm (max) OUTER DIAMETER ■OD■mm (max) MAXIMUM WORKING PRESSURE W.P (Mpa) psi W.P (psi) MINIMUM BURST PRESSURE B.P (Mpa) psi B.P (psi) MINIMUM BENDING RADIUS Min.B.R (mm) REFERENCE WEIGHT W.T (Kg/m)

2SN-03-05 5 3/16“ 4.6 5.4 10.6 11.7 16 41.5 6,019 6,019 166.0 24,076 24,076 90.0 0.33

2SN-04-06 6.3 1/4” 6.2 7.0 12.1 13.3 17.7 40.0 5,802 5,802 160.0 23,206 23,206 100.0 0.42

2SN-05-08 8 5/16“ 7.7 8.5 13.7 14.9 19.4 35.0 5,076 5,076 140.0 20,305 20,305 115.0 0.47

2SN-06-10 10 3/8” 9.3 10.1 16.1 17.3 21.7 33.0 4,786 4,786 132.0 19,145 19,145 130.0 0.6

Values are reproduced from the official YIBO product page. psi values are converted at 1 MPa = 145.038 psi and rounded. Working pressure and minimum burst pressure are quoted per code; final confirmation is subject to the
factory data sheet at order placement.  ·  +86 137 2136 0724  ·  sales@dohose.com


