
Henan Yibo Technology Co., Ltd. — Datasheet
HYDRAULIC OIL DELIVERY HOSE  |  OIL & FUEL · 20.7 bar working / 62 bar burst · 6–102 mm

Hose Construction Structure: Inner Tube: NBR + SBR (Nitrile Butadiene Rubber + Styrene Butadiene Rubber) / Reinforcement: High-strength polyester cord / Cover: NR + SBR (Natural
Rubber + Styrene Butadiene Rubber); Application: Features strong oil mist resistance and is also applied in hydraulic return lines. It offers a balance of strength and flexibility, ensuring a long
service life and easy handling.; Temperature Range: -20°C ~ 80°C

Hose Features 14: published sizes quoted by code; -20°C~80°C: service window; OEM: customization and private label; Third-party: inspection on request

INNER DIAMETER I.D. (mm) INNER DIAMETER I.D. (inch) OUTER DIAMETER O.D. (mm) WORKING PRESSURE W.P (psi) WORKING PRESSURE W.P (bar) psi WORKING PRESSURE B.P. (psi) WORKING PRESSURE B.P. (bar) psi BENDING RADIUS B.R. (mm) WEIGHT (kg/m) LENGTH (ft) LENGTH (m)

6 1/4" 14 300 20 290 900 60 870 60 0.18 328 100

8 5/16" 16 300 20 290 900 60 870 80 0.21 328 100

10 3/8" 18 300 20 290 900 60 870 100 0.25 328 100

13 1/2" 22 300 20 290 900 60 870 130 0.36 328 100

16 5/8" 26 300 20 290 900 60 870 160 0.48 328 100

19 3/4" 29 300 20 290 900 60 870 190 0.55 328 100

25 1" 36 300 20 290 900 60 870 250 0.78 328 100

32 1-1/4" 44 300 20 290 900 60 870 250 1.06 200 61

38 1-1/2" 52 300 20 290 900 60 870 300 1.41 200 61

51 2" 65 300 20 290 900 60 870 400 1.82 200 61

64 2-1/2" 78 300 20 290 900 60 870 500 2.30 200 61

76 3" 90 300 20 290 900 60 870 600 2.68 200 61

102 4" 119 300 20 290 900 60 870 800 4.21 200 61

Note: Other technical data can be customized on request.

Values are reproduced from the official YIBO product page. psi values are converted at 1 MPa = 145.038 psi and rounded. Working pressure and minimum burst pressure are quoted per code; final confirmation is subject to the
factory data sheet at order placement.  ·  +86 137 2136 0724  ·  sales@dohose.com


