Henan Yibo Technology Co., Ltd. — Datasheet

SUCTION DREDGING RUBBER HOSE | HIGH WEAR RESISTANT - SUCTION / VACUUM RATED - UV / OZONE RESISTANT

Hose Construction Structure: Structure: high abrasion-resistant synthetic natural rubber inner liner, resistant to erosion by sand, mud and broken stones, smooth inner wall and not easy to
block. multi-layer high-strength tire cord fabric and spiral steel wire composite reinforcement, negative pressure resistant, collapse resistant and resistant to alternating deformation. special
rubber cover, seawater corrosion resistant, uv and weather resistant, wear and tear resistant, suitable for harsh outdoor conditions of rivers and oceans.; Application: Application: used for river
desilting, port waterway dredging, land reclamation, reservoir and fish pond cleaning, municipal sand and mud pumping. matched with dredgers and sand pumping vessels, it can suck and
transport mud, slurry and sand-gravel mixture under negative and positive pressure, suitable for both fresh water and seawater, widely used in water conservancy and waterway regulation
projects.; Temperature Range: -20m ~ +80m

Hose Features Third-party: inspection on request; Factory-direct: one plant, cutting through testing; ISO 9001: quality system with in-house laboratory; 15: published sizes quoted by code
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inch  inch

8" 8" 10-20 11.8
10" 10" 10-20 11.8
12" 12t 10-20 11.8
14" 14" 10-20 11.8
16" 16" 10-20 11.8
18" 18" 10-20 11.8
20" 20" 10-20 11.8
22" 22" 10-20 11.8
24" 24" 10-20 11.8
28" 28" 10-20 11.8
32" 32" 10-20 11.8
36" 36" 10-20 11.8
40" 40" 10-20 11.8
44" 44" 10-20 11.8

Values are reproduced from the official YIBO product page. psi values are converted at 1 MPa = 145.038 psi and rounded. Working pressure and minimum burst pressure are quoted per code; final confirmation is subject to the
factory data sheet at order placement. - +86 137 2136 0724 - sales@dohose.com



